SPOT PLLUS

DESIGN FABRIZIO CRISA

60 -90-120 cm
Aspirante Duct-out
Acciaio inox Stainless steel

LENG CM 50 ENERGY
LT EF L._II.S

250 240
L T

61

duct-ocut min 559 - max 1084
filkering min 634 - max 1084

ILLUMINAZIONE LIGHTING

Tipo Type
Intensita Intensity
Temperatura Temperature

Led 2x2,5W
381 LUX

3500 K

PERFORMANCE PERFORMANCE

Comandi
Controls

Portata intensiva
Booster airflow

Livello sonoro min-max
Noise level min-max
Assorbimento totale
Total absorption

Pulsantiera elettronica con LCD 3V+I
35+B Electronic push button with LCD

620 m¥/h
52 - 67 db(A)

205 W

Filtro grassi alluminio incluso Grease aluminium filter included
Camino incluso Chimney included

ACCESSORI ACCESSORIES

CFC0141529A
CFC0141725A

Filtro carbone Charcoal filter

Filiro carbone rigenerabile
Regenerable charcoal filter

Kit prolunga camino acciaio inox H81 KITO0780
Stainless steel chimney extension kit H81

MODELLI MODELS

SPOT PLUS IX/A/60 PRF0097374A
SPOT PLUS IX/A/90 PRF0097373A
SPOT PLUS IX/A/120 PRF0100242A



